Splitting

Q

What makes Polly so unique?

'ts polycarbonate
enclosure protects
you while still

allowing

for effortless

WOork.

®

Safe one-hand
operation

Protective

Close the flap and start
splitting! The splitting process
starts automatically once you
close the protective polycar-
bonate enclosure — no second
work step required, no 2-hand
operation. You have a clear view
of the splitting channel and
your hands free to prepare the
next log.

polycarbonate enclosure

18 For all technical details concerning Polly, refer to the pages from 21 onwards.

Innovative, unique — and
protects what we love:

You and all people working with
you! The polycarbonate
enclosure is transparent

and impact-resistant.
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Polly

®

Polly with standard 4-way splitting knife

<3> Hydraulic splitting knife

O,

adjustable

Simple
knife change

The splitting knife can be
hydraulically adjusted to
various log diameters — com-
fortably from your work
station.

Choose the perfect splitting
knife for you and your logs:
2, 3, 4 or 6 billets per log
section. The knife can be
changed in seconds without
the need for tools — simply
use the parking position on
the back of the splitter!

<5> Adjustable splitting stroke

for short logs

Ready for work
anywhere

Adjust the splitting stroke

to the desired billet length -
with one step and entirely
without the need for tools.
Saves time as the stamp no
longer fully retracts.

The splitting device can be
moved easily by hand thanks
to its manual chassis and two
solid rubber wheels. Optional-
ly with three-point linkage or
chassis.

For all technical details concerning Polly, refer to the pages from 21 onwards.
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The splitting machine that can be safely operated with one hand.

And then came

Witness Polly
in action at:
www.posch.com/en/
Polly

Polly —

for firewood and kindling

Split your short logs with a whopping 8 tons of splitting force

and handy single hand operation!

Immediately ready for action for private use and
farms

When closing the protective enclosure with one hand,
you automatically start the splitting process.

The return stroke is performed automatically following
the splitting process. Thanks to the transparent
polycarbonate enclosure you have a clear view while
your hands are protected.

Save time on short logs

Adjust the splitting stroke to the desired billet length —
with one step and entirely without the need for tools.
Saves time as the stamp no longer fully retracts.

Flexible work with chassis

Optionally our Polly is available with a three-point
linkage or chassis — for flexible deployments away
from home and farm.

The road chassis (item no. SBL) serves to effortlessly transport your Polly.

For more information on the Internet, go to: www.posch.com/en/polly WV PastH*
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Polly @

The splitting machine that can be safely operated with one hand.

- Splitting force 8 t

- Log diameter: up to 40 cm

- Billet length: max. 50 cm

- Cylinder stroke max. 54 cm

- Adjustable splitting stroke

- 1 hand comfort controls with independent return stroke

- Splitting knife: 4-way knife as standard, hydraulically adjustable
(optionally with 2-, 3- or 6-way knife)

- Tank capacity 15 | hydraulic fluid

- Transport solid rubber wheels g 30 cm and transport aid

- Optional equipment: large wood storage table,
three-point linkage, chassis Polly E5.5-R

Polly

Select the right debarking machine based on drive type. Construction according to standard EN 609-1.

Article no. Type Drive Max. punching speed cm/s Splitting Weight
Supply step1/2 return speed force kg
t
M2350NR E5.5-R o 5.5-kW E-motor 400V, S6, CEE 16A 7/17 12 8 ~ 286
M2352NR PZG-R (1] Tractor PTO shaft, power required min. 7 kW, 8/19 14 8 ~ 296

PTO shaft speed 430 rpm, oil pump with a
max. output of 18 I/min., permanently installed

M2354NR %ES.S-R « PTO shaft, PTO shaft speed 430 rpm - 8/19 - 14 8 ~ 335
+ 5.5-kW E-motor 400V, S6, CEE 16A - 7/17 - 12
M2356NR B9,7-R 9.7-kW petrol engine, 13 hp (B&S), fuel econo- 8/18 13 8 ~ 308

my 2.0-2.5 I/h, tank capacity 8.5 |

Optional equipment & chassis Accessories

Only possible with initial equipment, incl. installation More power and user-friendliness for woodwork

Article no. Name Article no. Name

D Surcharge for three-point hitch Cat. | + 11 (for 22000635 Walterscheid W-Line universal joint shaft
machines with electric drive, standard on
M2352NR, M2354NR) F0001812 2-way splitting knife (@ 0-40 cm)*

L Surcharge for “Large” wood storage table F0001660 3-way splitting knife (@ 10-40 cm)*
incl. additional shelf (operator side) to - ;
post-process logs (item no. FO004611 — see F0002663 4-way splitting knife (@ 0-35 cm)*, standard
image on top of page 20) F0001661 6-way splitting knife (@ 10-40 cm) *

T Surcharge for Polly tractor chassis, max. 6/10 . - )
km/h, unbraked, not approved for use on F0003307 Hour counter for machines with E-drive
public roads, only on private properties (e.g. F0001806 Hour counter for machines with Z-drive,

lumberyard).

Ball-head hitch, no lights with speed display

SBL Surcharge for road chassis 80 km/h, immobi- F0001482 Hour counter for machines with petrol engine

lisation brake, ball hitch max.

’ F0004611
75 kg hitch load, max. permissible
weight: 600 kg

(See image at bottom of page 20) * log diameter for centred splitting

Additional shelf (operator side) for effortless
post-processing of logs

@ Tractor drive: Universal joint shaft required, @ E-drive: with motor circuit breaker and phase inverter
three-point linkage cat. | + II

A\ £eTodc For more information on the Internet, go to: www.posch.com/en/polly 21
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